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1-  When cooktop is connected, touch on/off key to start. 
2- Touch the “zone selection key" corresponding to the zone where 
cookware is placed. The red blinking dot of the selected zone will become 
static, and the other dots will disappear.(Place suitable cookware on the 
cooking zone to activate.) 
3-  Set the heating level by pressing (+) or (-) buttons. 

Start Cooking:

1- Touch the "zone selection key" for the selected zone. 
2- Touch (+) and (-) buttons simultaneously to switch off the zone. Or, set 
the heating level to (0) by touching (-) button. 

3-  If you touch "ON/OFF" key, all   zones will be switched off. 
4- If timer is available on the cooktop, press timer function button to switch 
off the heater.

When the zone is switched off, "H" (hot surface) warning symbol will appear 
in display if there is residual heat on the cooking zone. Even if the appliance 
is switched off, H will not disappear until the cooktop cools down.

Automatic  heat-up  function “boost mode” :

1- Place the cookware on the selected zone and select the corresponding 
zone selection key. Set the heating level to maximum (9) and then press (+) 
key. "A" symbol will begin to flash intermittently with heating level (9) NOTE: 
The temperature level can be changed during automatic heat-up. 
2- To cancel boost mode ,press (-) button until heating level is zero (0) 

When the cooktop is at standby mode; the mains power is on,  but all zone 
displays are off ( or a residual heat display "H" is active)

1- Press ON/OFF key until buzzer beep signal is heard. 2-Then touch (+) 
and (-) buttons simultaneously for maximum  second. 
3- Following this, the child lock can be activated by touching  (+) button. All 
heater displays will show "L" when child lock is active.



1- Press ON/OFF key until buzzer beep signal is heard. 
2- Touch (+) and (-) buttons simultaneously for maximum  second. 3- 
Following this, the child lock can be deactivated by touching (-) button. "L" 
symbol will be erased when child lock is deactivated. 

Minute minder does not control the cooking zones. 
Touch the timer activate key. You will see a flashing "00"on timer display. 
Set the duration period by touching (0) or (-) buttons. (adjustable  0-99 
minutes) 
When the set time finishes, the timer will give an audible warning. Press any 
key to stop audible signal. 
Warning: When a cooking zone indicator is flashing, you cannot set minute  
minder. 
Warning: The minute minder cannot be stopped by "switching off 
the appliance". 
  

All cooking zones can be assigned with independent timers simultaneously. 
 
1- Place suitable cookware* on the cooking zone. Activate the zone by 
pressing its button, and set the heating level via (+) or (-) buttons. 
2- Touch timer activation key. At first activation, the control  initiates the 
minute minder.(cooking zone indicators do not flash, they are static.) 
3- Touch timer activation key until the related timer indicator lights up.  
4- When the set time finishes, the timer will give an audible warning. Press 
any key to stop audible signal. (or the signal will stop automatically in  2 
minutes. ) 

- Select  timer  activation  key. 
Decrease the time setting by touching (-) key until it comes down to "00" ; or 
directly cancel timer by touching (+) and (-) buttons simultaneously, timer 
display will show  "00" 


